ReaderTT.config = {"pagecount":8,"title":"HDWCM_8893494 1..8","author":"","subject":"","keywords":"","creator":"Aspose Ltd.","producer":"PDFsharp 1.32.2608-g (www.pdfsharp.net) (Original: Aspose.Pdf for .NET 10.1.0; modified using iTextSharp™ 5.4.0 ©2000-2012 1T3XT BVBA (AGPL-version))","creationdate":"D:20200702220805+08'00'","moddate":"D:20200703060706+00'00'","trapped":"","fileName":"document.pdf","bounds":[[916,1222],[916,1222],[916,1222],[916,1222],[916,1222],[916,1222],[916,1222],[916,1222]],"bookmarks":[{"title":"Light Deep Model for Pulmonary Nodule Detection from CT Scan Images for Mobile Devices","page":1,"zoom":"FitR 0 1222 918 1222"},{"title":"1. Introduction","page":1,"zoom":"FitR 0 336 918 336"},{"title":"2. Related Work","page":2,"zoom":"FitR 0 1222 918 1222"},{"title":"3. Proposed System","page":3,"zoom":"FitR 0 371 918 371","children":[{"title":"3.1. CNN Architecture","page":3,"zoom":"FitR 0 186 918 186"},{"title":"3.2. Database","page":4,"zoom":"FitR 0 614 918 614","children":[{"title":"3.2.1. Database Selection","page":4,"zoom":"FitR 0 585 918 585"},{"title":"3.2.2. Samples\u2019 Selection","page":4,"zoom":"FitR 0 363 918 363"},{"title":"3.2.3. Data Augmentation","page":5,"zoom":"FitR 0 129 918 129"}]}]},{"title":"4. Experimental Results and Discussion","page":6,"zoom":"FitR 0 1222 918 1222"},{"title":"5. Conclusion","page":6,"zoom":"FitR 0 1222 918 1222"},{"title":"Data Availability","page":6,"zoom":"FitR 0 548 918 548"},{"title":"Conflicts of Interest","page":6,"zoom":"FitR 0 482 918 482"},{"title":"Acknowledgments","page":6,"zoom":"FitR 0 400 918 400"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
