ReaderTT.config = {"pagecount":58,"title":"Canada and the  ATLAS  Experiment","author":"Michel Lefebvre","subject":"","keywords":"","creator":"Acrobat PDFMaker 5.0 for PowerPoint","producer":"Acrobat Distiller 5.0 (Windows)","creationdate":"D:20020109203636-08'00'","moddate":"D:20020109205231-08'00'","trapped":"","fileName":"document.pdf","bounds":[[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[1096,821],[1096,821],[821,1096],[821,1096],[1096,821],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[1096,821],[821,1096],[1096,821],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096],[821,1096]],"bookmarks":[{"title":"Canada and the ATLAS Experiment","page":1,"zoom":"Fit"},{"title":"Physics Motivation","page":2,"zoom":"Fit"},{"title":"Space, Time and Energy Frontier","page":3,"zoom":"Fit"},{"title":"PP Cross Section","page":4,"zoom":"Fit"},{"title":"LHC Parameters","page":5,"zoom":"Fit"},{"title":"LHC Engineering","page":6,"zoom":"Fit"},{"title":"LHC Dipole Magnet","page":7,"zoom":"Fit"},{"title":"LHC Working Schedule","page":8,"zoom":"Fit"},{"title":"LHC Installation Schedule","page":9,"zoom":"Fit"},{"title":"ATLAS","page":10,"zoom":"Fit"},{"title":"ATLAS Collaboration","page":11,"zoom":"Fit"},{"title":"Inner Detector","page":14,"zoom":"Fit"},{"title":"Inner Detector","page":15,"zoom":"Fit"},{"title":"Tile Calorimeter","page":17,"zoom":"Fit"},{"title":"LAr Calorimetry","page":18,"zoom":"Fit"},{"title":"Shaping, Pileup and Electronic Noise","page":19,"zoom":"Fit"},{"title":"Radiation Environment","page":20,"zoom":"Fit"},{"title":"EM Barrel Calorimeter and Cryostat","page":21,"zoom":"Fit"},{"title":"EM Calorimeter Prototypes","page":23,"zoom":"Fit"},{"title":"Muon System: Air-Core Toroid Magnets","page":25,"zoom":"Fit"},{"title":"Muon System: Detector Layout","page":26,"zoom":"Fit"},{"title":"Material Budget","page":27,"zoom":"Fit"},{"title":"Standard Model Higgs","page":29,"zoom":"Fit"},{"title":"ATLAS Canada Collaboration","page":30,"zoom":"Fit"},{"title":"Hadronic Endcap Calorimeter","page":31,"zoom":"Fit"},{"title":"Hadronic Endcap Calorimeter Segmentation","page":32,"zoom":"Fit"},{"title":"Hadronic Endcap Module","page":33,"zoom":"Fit"},{"title":"Hadronic Endcap Readout Structure","page":34,"zoom":"Fit"},{"title":"Hadronic Endcap Module Connection","page":35,"zoom":"Fit"},{"title":"Endcap Hadronic Calorimeter Responsibilities","page":36,"zoom":"Fit"},{"title":"Endcap Hadronic Calorimeter Schedule","page":37,"zoom":"Fit"},{"title":"Endcap Hadronic Module 0: Foils","page":38,"zoom":"Fit"},{"title":"Endcap Hadronic Module 0: Stacking","page":39,"zoom":"Fit"},{"title":"Endcap Hadronic Module 0","page":40,"zoom":"Fit"},{"title":"Endcap Hadronic Modules 0: CERN","page":41,"zoom":"Fit"},{"title":"Endcap Hadronic Modules 0: CERN","page":42,"zoom":"Fit"},{"title":"Endcap Hadronic Modules 0: Beam Tests","page":43,"zoom":"Fit"},{"title":"Endcap Hadronic Modules 0: Beam Tests","page":44,"zoom":"Fit"},{"title":"Endcap Hadronic Modules 0: Beam Tests","page":45,"zoom":"Fit"},{"title":"Forward Calorimeter","page":46,"zoom":"Fit"},{"title":"Forward Calorimeter Responsibilities","page":47,"zoom":"Fit"},{"title":"Hadronic Forward Calorimeter Principle","page":48,"zoom":"Fit"},{"title":"FCAL2 Module 0","page":49,"zoom":"Fit"},{"title":"FCAL2 Module 0","page":50,"zoom":"Fit"},{"title":"FCAL2 Module 0","page":51,"zoom":"Fit"},{"title":"LAr Front-End-Board","page":52,"zoom":"Fit"},{"title":"Signal Feedthroughs","page":53,"zoom":"Fit"},{"title":"Pin Carrier Design","page":54,"zoom":"Fit"},{"title":"Leak Test Setup in Victoria","page":55,"zoom":"Fit"},{"title":"Assembly Jig in Victoria","page":56,"zoom":"Fit"},{"title":"Physics Studies","page":57,"zoom":"Fit"},{"title":"Summary","page":58,"zoom":"Fit"},{"title":"triumf_landscape.pdf","page":-1,"zoom":"","children":[{"title":"The ATLAS Detector","page":12,"zoom":"Fit"},{"title":"Inner Detector","page":13,"zoom":"Fit"},{"title":"ATLAS Calorimetry","page":16,"zoom":"Fit"},{"title":"Endcap Cryostat and Calorimeters","page":22,"zoom":"Fit"},{"title":"LAr Front-End-Board","page":24,"zoom":"Fit"}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
