ReaderTT.config = {"pagecount":17,"title":"PRESENTATION","author":"Argo, Amanda","subject":"","keywords":"","creator":"Impress","producer":"LibreOffice 7.2","creationdate":"D:20220317204750Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"INTEGRATION Strategies","page":1,"zoom":"XYZ 0 825 0"},{"title":"Slide 2","page":2,"zoom":"XYZ 0 825 0"},{"title":"Role and Environment Drive Requirements","page":3,"zoom":"XYZ 0 825 0"},{"title":"Role and Environment Drive Requirements (2)","page":4,"zoom":"XYZ 0 825 0"},{"title":"Role and Environment Drive Requirements (3)","page":5,"zoom":"XYZ 0 825 0"},{"title":"Role and Environment Drive Requirements (4)","page":6,"zoom":"XYZ 0 825 0"},{"title":"Role and Environment Drive Requirements (5)","page":7,"zoom":"XYZ 0 825 0"},{"title":"Slide 8","page":8,"zoom":"XYZ 0 825 0"},{"title":"Internet of Things: Sensors & M2M","page":9,"zoom":"XYZ 0 825 0"},{"title":"Slide 10","page":10,"zoom":"XYZ 0 825 0"},{"title":"Layers of an Omni-channel Architecture","page":11,"zoom":"XYZ 0 825 0"},{"title":"Mobility requires a Bi-Modal Approach","page":12,"zoom":"XYZ 0 825 0"},{"title":"Addressing Off-line Requirements","page":13,"zoom":"XYZ 0 825 0"},{"title":"Integration Mechanisms","page":14,"zoom":"XYZ 0 825 0"},{"title":"Conflicts Can and Will Occur Off-line","page":15,"zoom":"XYZ 0 825 0"},{"title":"The keys to success","page":16,"zoom":"XYZ 0 825 0"},{"title":"Slide 17","page":17,"zoom":"XYZ 0 825 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
