ReaderTT.config = {"pagecount":16,"title":"PRAESENSA Release notes V1.10_01","author":"","subject":"","keywords":"","creator":"SCHEMA ST4","producer":"ST4 PDF Engine (Build 7.0.2.0)","creationdate":"D:20200619090227+02'00'","moddate":"D:20200619090454+02'00'","trapped":"","fileName":"document.pdf","bounds":[[909,1212],[909,1212],[909,1212],[909,1212],[909,1212],[909,1212],[909,1212],[909,1212],[909,1212],[909,1212],[909,1212],[909,1212],[909,1212],[909,1212],[909,1212],[909,1212]],"bookmarks":[{"title":" Table of contents","page":3,"zoom":"XYZ 80 1108 0"},{"title":"1 Introduction","page":4,"zoom":"XYZ 197 1108 0","children":[{"title":"1.1 Document history","page":4,"zoom":"XYZ 197 1077 0"},{"title":"1.2 Release history","page":4,"zoom":"XYZ 197 919 0"},{"title":"1.3 Scope","page":4,"zoom":"XYZ 197 791 0"},{"title":"1.4 Installation and configuration information","page":4,"zoom":"XYZ 197 708 0"}]},{"title":"2 Supported products","page":5,"zoom":"XYZ 217 1108 0","children":[{"title":"2.1 Release 1.00","page":5,"zoom":"XYZ 217 1077 0"},{"title":"2.2 Release 1.10","page":5,"zoom":"XYZ 217 439 0"}]},{"title":"3 Compliance to voice alarm standards","page":6,"zoom":"XYZ 197 1108 0","children":[{"title":"3.1 Release 1.00","page":6,"zoom":"XYZ 197 1077 0"},{"title":"3.2 Release 1.10","page":6,"zoom":"XYZ 197 670 0"}]},{"title":"4 Notices","page":7,"zoom":"XYZ 217 1108 0","children":[{"title":"4.1 Documentation and software download","page":7,"zoom":"XYZ 217 1046 0"},{"title":"4.2 Load measurement","page":7,"zoom":"XYZ 217 921 0"},{"title":"4.3 Audio equalizer","page":7,"zoom":"XYZ 217 776 0"},{"title":"4.4 Minimum message length","page":7,"zoom":"XYZ 217 651 0"},{"title":"4.5 Logging server compatibility","page":7,"zoom":"XYZ 217 588 0"},{"title":"4.6 System controller redundancy configuration","page":7,"zoom":"XYZ 217 464 0"},{"title":"4.7 Brightness adjustment","page":7,"zoom":"XYZ 217 381 0"},{"title":"4.8 Network snapshot","page":7,"zoom":"XYZ 217 297 0"}]},{"title":"5 Missing functions","page":8,"zoom":"XYZ 197 1108 0","children":[{"title":"5.1 Audio delay","page":8,"zoom":"XYZ 197 1046 0"},{"title":"5.2 Language support","page":8,"zoom":"XYZ 197 963 0"}]},{"title":"6 Known limitations","page":9,"zoom":"XYZ 217 1108 0","children":[{"title":"6.1 Firmware upload to call station fails","page":9,"zoom":"XYZ 217 1025 0"},{"title":"6.2 Dante connections","page":9,"zoom":"XYZ 217 734 0"},{"title":"6.3 Dante multicast","page":9,"zoom":"XYZ 217 630 0"},{"title":"6.4 Scheduled calls","page":9,"zoom":"XYZ 217 526 0"},{"title":"6.5 Load measurement","page":9,"zoom":"XYZ 217 422 0"},{"title":"6.6 Firmware upgrade","page":9,"zoom":"XYZ 217 318 0"},{"title":"6.7 Call station reset to factory default","page":9,"zoom":"XYZ 217 193 0"},{"title":"6.8 Enable Network Time Protocol (NTP)","page":10,"zoom":"XYZ 197 1108 0"},{"title":"6.9 Smart safety link","page":10,"zoom":"XYZ 197 963 0"},{"title":"6.10 Dante audio outputs","page":10,"zoom":"XYZ 197 817 0"},{"title":"6.11 Multiple redundant System controllers","page":10,"zoom":"XYZ 197 692 0"}]},{"title":"7 Security precautions","page":11,"zoom":"XYZ 217 1108 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
