ReaderTT.config = {"pagecount":30,"title":"Standards drafting template","author":"eolivier","subject":"","keywords":"","creator":"Acrobat PDFMaker 10.1 for Word","producer":"Adobe PDF Library 10.0","creationdate":"D:20190425121214-06'00'","moddate":"D:20190425121221-06'00'","trapped":"","fileName":"document.pdf","bounds":[[935,1210],[935,1210],[935,1210],[935,1210],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935],[1210,935]],"bookmarks":[{"title":"1. Purpose","page":1,"zoom":"XYZ 106 1003 0"},{"title":"2. Applicability","page":1,"zoom":"XYZ 106 886 0"},{"title":"3. Requirements","page":2,"zoom":"XYZ 106 968 0","children":[{"title":"R1 Each legal owner of a generating unit, legal owner of an aggregated generating facility, and legal owner of a transmission facility, must apply settings that are in accordance with Appendix 3 - Relay Loadability Evaluation Criteria to protection sy...","page":2,"zoom":"XYZ 106 921 0"}]},{"title":"4. Measures","page":2,"zoom":"XYZ 106 832 0","children":[{"title":"MR1 Evidence of applying protection relay settings in accordance with requirement R1 exists. Evidence may include summaries of coordination studies, calculations, setting sheets, and protection relay test reports or records of installation of settings...","page":2,"zoom":"XYZ 106 750 0"}]},{"title":"5. Appendices","page":2,"zoom":"XYZ 106 591 0","children":[{"title":"Revision History","page":2,"zoom":"XYZ 106 472 0"}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
