ReaderTT.config = {"pagecount":24,"title":"USB-Blaster Download Cable User Guide","author":"Altera Corporation","subject":"USB-Blaster Download Cable User Guide","keywords":"USB-Blaster, USB Blaster, cable-to-board connection, programming modes, JTAG, Passive Serial Programming, Active Serial Programming, ug-usb81204, hardware, cable, connector, download cable, UG-USB81204-1.1, UG-USB81204, ug usb81204","creator":"FrameMaker 7.2","producer":"Acrobat Distiller 7.0 (Windows)","creationdate":"D:20070504110532Z","moddate":"D:20130219151148-06'00'","trapped":"","fileName":"document.pdf","bounds":[[770,990],[770,990],[770,990],[770,990],[770,990],[770,990],[770,990],[770,990],[770,990],[770,990],[770,990],[770,990],[770,990],[770,990],[770,990],[770,990],[770,990],[770,990],[770,990],[770,990],[770,990],[770,990],[770,990],[770,990]],"bookmarks":[{"title":"USB-Blaster Download Cable User Guide","page":1,"zoom":"XYZ 82 579 null"},{"title":"Chapter 1. Setting Up the USB-Blaster Download Cable","page":9,"zoom":"XYZ 339 942 null","children":[{"title":"Introduction","page":9,"zoom":"XYZ 82 795 null","children":[{"title":"Device Support","page":9,"zoom":"XYZ 247 667 null"},{"title":"Power Requirements","page":9,"zoom":"XYZ 247 216 null"},{"title":"Software Requirements","page":10,"zoom":"XYZ 247 898 null"}]},{"title":"Hardware Setup","page":10,"zoom":"XYZ 82 669 null"},{"title":"Software Setup","page":11,"zoom":"XYZ 82 397 null","children":[{"title":"Installing the USB-Blaster Driver on Windows 2000 and Windows XP Systems","page":11,"zoom":"XYZ 247 304 null"},{"title":"Installing the USB-Blaster Driver on Linux","page":12,"zoom":"XYZ 247 352 null"},{"title":"Setting Up the USB-Blaster Hardware in the Quartus II Software","page":13,"zoom":"XYZ 247 458 null"}]}]},{"title":"Chapter 2. USB-Blaster Specifications","page":17,"zoom":"XYZ 339 942 null","children":[{"title":"Overview","page":17,"zoom":"XYZ 82 795 null"},{"title":"USB-Blaster Connections","page":17,"zoom":"XYZ 82 562 null","children":[{"title":"Voltage Requirements","page":17,"zoom":"XYZ 247 469 null"},{"title":"Cable-to-Board Connection","page":18,"zoom":"XYZ 247 776 null"},{"title":"USB-Blaster Plug Connection","page":18,"zoom":"XYZ 247 401 null"},{"title":"Circuit Board Header Connection","page":20,"zoom":"XYZ 247 838 null"}]},{"title":"Operating Conditions","page":20,"zoom":"XYZ 82 461 null"},{"title":"USB-Revision","page":22,"zoom":"XYZ 82 423 null"},{"title":"References","page":23,"zoom":"XYZ 82 899 null"}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
